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3X M3 X 0.5
X 3mm MAX

A

B

C

24VDC 6.5mm x 2.0mm
TIP POSITIVE

USB TYPE B

DETAIL A
SCALE 2 : 1

PIN ASSIGNMENTS FOR SAMTEC 
IPL-105-01-L-D-RA-K 10 PIN CONNECTOR:  

HV ENABLE1.
FILAMENT READY2.
HV CONTROL3.
HV MONITOR4.
CURRENT CONTROL5.
CURRENT MONITOR6.
GROUND7.
GROUND8.
FILAMENT ENABLE9.
INPUT VOLTAGE10.

1
2

3

4
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9

8

7
6

DETAIL B
SCALE 2 : 1

2

1 PIN ASSIGNMENTS FOR
2 PIN ACCESSORY FAN
POWER CONNECTOR:

+12 V POWER (RED)1.
GROUND (BLK)2.

DETAIL C
SCALE 2 : 1

2

1 PIN ASSIGNMENTS FOR SAMTEC TSM-
102-01-L-SH 2 PIN DIGITAL INTERLOCK
JUMPER CONNECTOR:

INTERLOCK SEND(NC)1.
INTERLOCK RECEIVE(GND)2.
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3X M3 X 0.5
X 3mm MAX
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F

24VDC 6.5mm x 2.0mm
TIP POSITIVE

USB TYPE B

DETAIL D
SCALE 2 : 1

PIN ASSIGNMENTS FOR SAMTEC 
IPL-105-01-L-D-RA-K 10 PIN CONNECTOR:  

HV ENABLE1.
FILAMENT READY2.
HV CONTROL3.
HV MONITOR4.
CURRENT CONTROL5.
CURRENT MONITOR6.
GROUND7.
GROUND8.
FILAMENT ENABLE9.
INPUT VOLTAGE10.
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DETAIL E
SCALE 2 : 1

2

1 PIN ASSIGNMENTS FOR
2 PIN ACCESSORY FAN
POWER CONNECTOR:

+12 V POWER (RED)1.
GROUND (BLK)2.

DETAIL F
SCALE 2 : 1

2

1 PIN ASSIGNMENTS FOR SAMTEC TSM-
102-01-L-SH 2 PIN DIGITAL INTERLOCK
JUMPER CONNECTOR:

INTERLOCK SEND(NC)1.
INTERLOCK RECEIVE(GND)2.
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TIP POSITIVE

USB TYPE B

DETAIL G
SCALE 2 : 1

PIN ASSIGNMENTS FOR SAMTEC 
IPL-105-01-L-D-RA-K 10 PIN CONNECTOR:  

HV ENABLE1.
FILAMENT READY2.
HV CONTROL3.
HV MONITOR4.
CURRENT CONTROL5.
CURRENT MONITOR6.
GROUND7.
GROUND8.
FILAMENT ENABLE9.
INPUT VOLTAGE10.
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DETAIL H
SCALE 2 : 1

2

1 PIN ASSIGNMENTS FOR
2 PIN ACCESSORY FAN
POWER CONNECTOR:

+12 V POWER (RED)1.
GROUND (BLK)2.

DETAIL J
SCALE 2 : 1

2

1 PIN ASSIGNMENTS FOR SAMTEC TSM-
102-01-L-SH 2 PIN DIGITAL INTERLOCK
JUMPER CONNECTOR:

INTERLOCK SEND(NC)1.
INTERLOCK RECEIVE(GND)2.
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